
REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A RELEASED TO PRODUCTION 7/3/2013 MR

B ADDED RIVET SPECS 1/14/2014 MR
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TRAILING EDGE

VIEW FROM WING ROOT
FRONT SPAR: INSERT I-BEAM (W-0160.0) 24" FROM WING TIP

LEADING EDGE

CONTROLLED

REAR SPAR: INSERT I-BEAM (W-0160.0) 32" FROM WING TIP
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EXTRUSION
W-0160.0

RIVET
1/2 x 1/8 

THIS ALLOWS ENOUGH MATERIAL FOR DIAGONAL  AND VERTICAL RIVETS TO HAVE PROPER TEAR-OUT
ON THE I-BEAM EXTRUSION.

SCALE 1 : 1

RIVET

SHOULD BE ROTATED FORWARD TOWARDS THE LEADING EDGE APPROXIMATELY 20 DEGREES.
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DETAIL B 
FROM A VERTICAL POSITION, THE I-BEAM EXTRUSION (W-0160.0)

LEADING EDGE

RIB

SSD48SSBS
AVEX
RIVET

 20° 

1/2 x 1/8 

SSD48SSBS

SPAR

1/2 x 1/8 

NOTES:
1. DRAWING FOR REFERENCE ONLY
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