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** AFT LOCATION OF THE OUTBOARD COMPRESSION TUBE REQUIRES THE FOLLOWING HARDWARE:
. SPRING - CSC-636

TAB - F-1110.0

BUSHING - B-1A100

WASHER - AN960-10 (3X)

BOLT - AN3-25A

NUT - AN365-1032A

Lal ol sl

USES AN960-10 WASHERS AS SHIMS
TO ADJUST TANK MOUNT AS NEEDED

PRELIMINARY 1/16/14

TANK BRACKET AND COMPRESSION TUBE

7
AN960-10
DETAIL A
SCALE2:1.7 AN365-1032A
AAW-A015
FUEL TANK
SOHT CUAGE FITTING AN3-12A ISOLATION RECOMMENDED BETWEEN
-MINIMUM OF .0625" THICK
[¢]
©
¢}
SIGHT GUAGE FITTING
AN365-1032A  LOCATION
AAW-0107
COMPRESSION TUBE
NOTES:

1. INSTALL FUEL TANK FORWARD IN THE WING WITH CLEARANCE OVER THE (.50 TUBE STRINGERS WITHOUT PROTRUDING PAST THE TOP PROFILE.
2. LOCATE AND DRILL MOUNTING HOLES TO BE ACCESSIBLE THROUGH THE ROOT RIB INBOARD, AND THROUGH INSPECTION HOLES OUTBOARD.

FUEL TANK MOUNTING
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